Варианты контрольных работ  6 семестра РК6.
PK6          the 6th term   module 1

1. Translate the following text without using a dictionary. The time for translation is 15 min.  
Workstations typically place an emphasis on graphics display and manipulation6- since this is an effective method of off-loading the host. The features of a display system are directly related to the processing power of a so-called display driver and not to the characteristics of the terminal screen itself. Functions such as colour fills, line and arc generation, and rotating are controlled by the display processor and associated hardware.
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2. Read the text and write an abstract. The time is 30 min.                   

History of workstations
     Perhaps the first computer that might qualify as a "workstation" was the IBM 1620, a small scientific computer designed to be used interactively by a single person sitting at the console. It was introduced in 1959. One peculiar feature of the machine was that it lacked any actual arithmetic circuitry. To perform addition, it required a memory-resident table of decimal addition rules. This saved on the cost of logic circuitry, enabling IBM to make it inexpensive. 

In 1965, IBM introduced the IBM 1130 scientific computer, which was meant as the successor to the 1620. Both of these systems came with the ability to run programs written in Fortran and other languages. Both the 1620 and the 1130 were built into roughly desk-sized cabinets. A console typewriter for direct interaction was standard on each.

     Early examples of workstations were generally dedicated minicomputers; a system designed to support a number of users would instead be reserved exclusively for one person. 

     The Lisp machines developed at MIT in the early 1970s pioneered some of the principles of the workstation computer, as they were high-performance, single-user systems intended for heavily interactive use. In the early 1980s, with the advent of 32-bit microprocessors such as the Motorola 68000, a number of new participants in this field appeared, including Apollo Computer and Sun Microsystems, who created Unix-based workstations based on this processor. Workstations tended to be very expensive, typically several times the cost of a standard PC and sometimes costing as much as a new car. However, minicomputers sometimes cost as much as a house. The high expense usually came from using costlier components that ran faster than those found at the local computer store, as well as the inclusion of features not found in PCs of the time, such as high-speed networking and sophisticated graphics. However, the line between workstation and PC is increasingly becoming blurred as the demand for fast computers, networking and graphics have become common in the consumer world. 
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PK6           the 6th term   module 2

1. Translate the following text using a dictionary.  The time for translation is 30 min.

     3D wireframe is basically an extension of 2D drafting. Each line has to be manually inserted into the drawing. The final product has no mass properties associated with it and cannot have features directly added to it, such as holes. The operator approaches these in a similar fashion to the 2D systems, although many 3D systems allow using the wireframe model to make the final engineering drawing views.

   3D "dumb" solids are created in a way analogous to manipulations of real world objects. Basic three-dimensional geometric forms have solid volumes added or subtracted from them, as if assembling or cutting real-world objects. Two-dimensional projected views can easily be generated from the models. Basic 3D solids don't usually include tools to easily allow motion of components, set limits to their motion, or identify interference between components. 
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2. Read the text and write an abstract . The time is 30 min.

Solid modeling
      CAD modeling is used by many designers to create elaborate computerized models of objects before they are physically produced. CAD stands for computer-aided design. Engineers, architects, and even artists utilize computers to assist in their design projects. Computers allow them to visualize their designs and confront problems before they have expended any of the resources necessary to put them into physical form.

     Solid modeling is a consistent set of principles for mathematical and computer modeling of three dimensional solids. Solid modeling is distinguished from related areas of Geometric modeling and Computer graphics by its emphasis on physical fidelity. Together, the principles of geometric and solid modeling form the foundation of Computer-aided design and in general support the creation, exchange, visualization, animation, interrogation, and annotation of digital models of physical objects.

     The use of solid modeling techniques allows for the automation of several engineering calculations to be carried out as a part of the design process. Simulation, planning, and verification of processes such as machining and assembly were one of the main catalysts for the development of solid modeling. More recently, the range of supported manufacturing applications has been greatly expanded to include sheet metal manufacturing, injection molding, welding, pipe routing etc. Beyond traditional manufacturing, solid modeling techniques serve as the foundation for rapid prototyping, digital data archival and reverse engineering by reconstructing solids from sampled points on physical objects, mechanical analysis using finite elements, kinematic and dynamic analysis of mechanisms and so on. Solid modeling continues to be a central focus of computer aided engineering.
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